
ValProbe® RT 1.2
SOFTWARE UPDATE BRINGS IN NUMEROUS KEY FEATURES

ValProbe RT, Kaye’s industry leading wireless validation 
system, is ready to operate at version 1.2. This is a 
major software update that brings in many new features 
that will greatly improve the user experience. ValProbe 
RT 1.2 is available as a free download from Kaye's 
webpage.

One of the major features of this update is the support 
of Active Directory (LDAP). This is bringing an important 

*ACTIVE DIRECTORY is a trademark of Microsoft Corporation

ValProbe RT 1.2 supports User Management with ACTIVE DIRECTORY*

improvement to user management and security within 
your system. A highly requested item, Kaye is excited to 
add this to the ValProbe RT software.

The new software also supports the RT Humidity Logger, 
both Digital Humidity & Temperature Sensor. Included 
in this is the ability to automatically verify your Humidity 
Loggers using the new Humidity Calibrator in conjunction 
with your Validation Console.



FEATURES:
 ∙ Active Directory (LDAP) support for improved security 
and User Management

 ∙ Supports Humidity Logger (Digital Humidity & 
Temperature Sensor)

 ∙ Programming speed and read speed of loggers 4 to 5 
times faster

 ∙ Running multiple RF OFF (offline) studies on different 
sets of loggers simultaneously, using one base station 
and one console

 ∙ Battery estimator to determine the battery consumption 
for a planned study even before you start it

 ∙ Ability to modify sensor description while qualification 
study is running

 ∙ Ability to reread loggers and merge data into existing 
study file

 ∙ Generate preliminary reports in Excel and PDF while 
study is still running to easily determine progress of the 
actual study

 ∙ Automated Verification of Humidity Logger utilizing new 
Humidity Calibrator

 ∙ Loggers can now automatically update verification and 
calibration dates while the loggers are joining the base 
station

 ∙ Supports over 25 loggers

Kaye representative contact: Request a demo:
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